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1
POLARIZER AND DISPLAY DEVICE
INCLUDING THE SAME

CROSS-REFERENCE TO RELATED
APPLICATION

This application claims priority from and the benefit of
Korean Patent Application No. 10-2014-0014263, filed on
Feb. 7, 2014, which is hereby incorporated by reference forall
purposes as if fully set forth herein.

BACKGROUND

1. Field

Exemplary embodiments of the present invention relate to
apolarizer, a display device including the same, and a method
of manufacturing the polarizer.

2. Discussion of the Background

Recently, a flexible or foldable display device (hereinafter,
referred to as a “flexible display device”) has been under
development. The flexible display device includes a flexible
display panel and various functional and optical films.

The functional and optical films are disposed on at least one
surface among one side or the other side of the flexible display
panel. The functional and optical films may be flexible or
foldable together with the flexible display panel.

The above information disclosed in this Background sec-
tion is only for enhancement of understanding of the back-
ground of the invention, and, therefore, it may contain infor-
mation that does not constitute prior art.

SUMMARY

Exemplary embodiments of the present invention provide a
display device having improved visibility and high reliability.

Exemplary embodiments of the present invention also pro-
vide a method of manufacturing a display device having high
quality.

Additional features of the invention will be set forth in the
description which follows, and in part will be apparent from
the description, or may be learned by practice of the inven-
tion.

An exemplary embodiment of the present invention dis-
closes a polarizer including a base film, a first alignment layer
disposed on the base film, a phase delay layer disposed on the
first alignment layer, a second alignment layer disposed on
the phase delay layer, and a polarizing layer disposed on the
second alignment layer. The phase delay layer may include a
first liquid crystal composition including first liquid crystals,
a first antioxidant, and a derivative thereof

An exemplary embodiment of the present invention also
discloses a display device including a display panel and a
polarizer provided on the display panel. The polarizer may
include a base film, a first alignment layer disposed on the
base film, a phase delay layer disposed on the first alignment
layer, a second alignment layer disposed on the phase delay
layer, and a polarizing layer disposed on the second alignment
layer. The phase delay layer may include a first liquid crystal
composition including first liquid crystals, a first antioxidant,
and a derivative thereof

An exemplary embodiment of the present invention also
discloses a method of manufacturing a polarizer, including
forming a first alignment material on a base film, forming a
first alignment layer by optically aligning the first alignment
material, forming a phase delay layer on the first alignment
layer, forming a second alignment material on the phase delay
layer, forming a second alignment layer by optically aligning
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2

the second alignment material, and forming a polarizing layer
on the second alignment layer.

It is to be understood that both the foregoing general
description and the following detailed description are exem-
plary and explanatory and are intended to provide further
explanation of the invention as claimed.

BRIEF DESCRIPTION OF THE DRAWINGS

The accompanying drawings, which are included to pro-
vide a further understanding of the invention and are incor-
porated in and constitute a part of this specification, illustrate
embodiments of the invention, and together with the descrip-
tion serve to explain the principles of the invention.

FIG. 1 is a perspective view of a display device according
to an exemplary embodiment of the present invention.

FIG. 2 is a side view of a folded state of a display device
according to an exemplary embodiment of the present inven-
tion.

FIG. 3 is a cross-sectional view of a polarizer according to
an exemplary embodiment of the present invention.

FIG. 4 is an equivalent circuit diagram of a pixel according
to an exemplary embodiment of the present invention.

FIG. 5 is a layout of a pixel according to an exemplary
embodiment of the present invention.

FIG. 6 is a cross-sectional view of a display device taken
along line I-I' of FIG. 5.

FIG. 7 is a cross-sectional view of a display device taken
along line II-IT' of FIG. 5.

FIG. 8 is a perspective view of a display device according
to an exemplary embodiment of the present invention.

FIG. 91s a flowchart illustrating a method of manufacturing
a polarizer according to an exemplary embodiment of the
present invention.

DETAILED DESCRIPTION OF THE
ILLUSTRATED EMBODIMENTS

The present invention will be described more fully herein-
after with reference to the accompanying drawings, in which
exemplary embodiments of the invention are shown. This
invention may, however, be embodied in many different
forms and should not be construed as limited to the exemplary
embodiments set forth herein. Rather, these exemplary
embodiments are provided so that this disclosure is thorough,
and will fully convey the scope of the invention to those
skilled in the art. In the drawings, the size and relative sizes of
elements may be exaggerated for clarity. Like reference
numerals in the drawings denote like elements.

It will be understood that when a layer is referred to as
being “on” another layer or substrate, it can be directly on the
other layer or substrate, or intervening layers may also be
present. In addition, it will also be understood that when one
side of a layer is illustrated as planar, the side is not neces-
sarily planar. A step may be generated on the surface of an
upper layer according to the surface shape of a lower layer
during stacking. It will be understood that for the purposes of
this disclosure, “at least one of X, Y, and Z” can be construed
as X only, Y only, Z only, or any combination of two or more
items X, Y, and Z (e.g., XYZ, XYY, YZ, 77).

As shown in FIGS. 1 to 3, the display device is a flexible
display device having at least one flexible portion. The dis-
play device includes a display panel DP and a polarizer POL
provided on one side of the display panel DP. Even though not
shown, the display panel DP and the polarizer POL may be
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combined by a sticking agent or an adhesive provided ther-
ebetween. The sticking agent may be an ultraviolet curable
sticking agent.

The display panel DP displays images in a front direction,
and may have various shapes. For example, the display panel
DP may be provided as a rectangular plate shape having two
pairs of parallel sides, as shown in FIG. 1. When the display
device is provided as a rectangular plate shape, one pair of the
two pairs of the sides may be longer than other pair of the
sides. A display device of a rectangular shape having one pair
of long sides and one pair of short sides is illustrated for
convenience of explanation. The extended direction of the
long sides corresponds to a first direction D1, and the
extended direction of the short sides corresponds to a second
direction D2. In this case, a direction in which images are
provided, that is, a front direction, corresponds to a third
direction D3.

The display panel DP includes a base substrate (not
shown), signal wirings (not shown) disposed on the base
substrate (not shown), and pixels (not shown) electrically
connected to the signal wirings. Each of the pixels includes
display devices (not shown). The display devices generate
images based on received signals from the signal wirings. The
display panel DP displays the images, and is not specifically
limited. The display panel DP may include, for example, an
organic electric field light-emitting display panel, a liquid
crystal display panel, an electrophoretic display panel, an
electrowetting display panel, and the like. Hereinafter, an
exemplary embodiment of the present invention will be
explained with respect to an organic light-emitting display
panel as the display panel DP.

At least a portion of the display device of the inventive
concept may have flexibility, and the portion having the flex-
ibility may be bent or rolled so as to provide a curved surface
overall. In a specific area, the display device may be folded.
As shown in FIG. 2, the display device may be folded in the
second direction D2 on the display surface of the display
device defined by the first direction D1 and the second direc-
tion D2.

The display device may be completely folded so that two
areas of the display device may face each other. The display
device may have a specified radius of curvature at the folded
area.

The polarizer POL includes a base film BS, a first align-
ment layer ALN1, a phase delay layer PR, an interlayer IL, a
second alignment layer ALN2, a polarizing layer PL, and a
passivation layer PRT stacked one-by-one.

The base film BS may be formed by using an elastic insu-
lating material. The base film BS may be formed by using a
plastic film having elasticity, such as a silicon or polyurethane
elastic body.

The base film BS may be selected from a material having
good transparency, mechanical strength, thermal stability,
moisture shielding properties, isotropic properties, as well as
the elasticity. For example, the plastic film may include an
elastic material such as polyester, including, polyethylene
terephthalate, polyethylene isophthalate, and polybutylene
terephthalate, cellulose, including diacetyl cellulose, and tri-
acetyl cellulose, polycarbonate, polyacryl, and the like. These
materials may be used in place of the silicon or polyurethane.

The base film BS may have a phase delay value of substan-
tially zero. That is, in the case when one side of the base film
BS is set to an x-y plane, an upper direction perpendicular to
the n-y plane is set to the z-axis, and refractive index with
respect to each of the x-axis, the y-axis, and the z-axis is set to
n,, n,, and n,, the delay value of light in the z-axis direction
(R,,) and the delay value of light with respect to the x-y plane
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4
(R,) may be less than about 10 nm, for example, substantially
zero, respectively. In this case, R,, and R, may be defined by
the following Equations 1 and 2. In the following Equations,
d represents the thickness of the base film BS.

Ry={(n4n,)2-n.}xd [Equation 1]

R =(n,~n,)xd [Equation 2]

The first alignment layer ALN1 is provided on the base film
BS. The first alignment layer ALN1 aligns the liquid crystals
of a phase delay layer PR explained below. The first align-
ment layer ALN1 may be formed by using a polymer such as
polyimide, polyamic acid, polyamide, polyamic imide, poly-
ester, polyethylene, polyurethane, polystyrene, polysiloxane,
or combinations thereof. The first alignment layer ALN1 may
be initially aligned by using an optical aligning method, and
a rubbing process may be additionally carried out. According
to the alignment direction of the first alignment layer ALN1,
the aligning direction (pretilt direction) of the liquid crystals
of the phase delay layer PR may be determined.

The phase delay layer PR is a layer delay the phase of light
passing therethrough. The phase delay layer PR may delay
the phase of the light by A/4, when the wavelength of the light
is A. In this case, linearly polarized incident light may be
left-circularly polarized after passing through the phase delay
layer PR. The left-circularly polarized light may be right-
circularly polarized after being reflected by the display panel
DP. The right-circularly polarized light may be linearly polar-
ized after passing through the phase delay layer.

The phase delay layer PR includes a first liquid crystal
composition including first liquid crystals, a first antioxidant,
and a derivative of the first antioxidant.

The first liquid crystals may be nematic liquid crystals.

The first antioxidant prevents the oxidation of the first
liquid crystals, which may occur during or after the manufac-
turing process of the phase delay layer PR, without inhibiting
the optical properties of the phase delay layer PR. That is, the
oxidation of the first liquid crystals by light, heat, and an
initiator, may be prevented by the first antioxidant. Particu-
larly, the transformation of the first liquid crystals, due to
radicals and/or ions generated from the first alignment layer
ALN1 and diffused into the phase delay layer PR during the
manufacturing process, may be prevented. The derivative of
the first antioxidant refers to an intermediate product or a
by-product produced when the antioxidant prevents the oxi-
dation of the first liquid crystals.

The first antioxidant may be included in the first liquid
crystal composition at a concentration of about 0 ppm to
about 150 ppm, with respect to the total amount of the first
liquid crystal composition. The total concentration of the
antioxidant and the derivative thereofin the first liquid crystal
composition is generally about 10 ppm to about 10,000 ppm.

The first antioxidant may be at least one selected from the
group consisting of alkylated monophenol, alkylthio methyl
phenol, hydroquinone, alkylated hydroquinone, tocopherol,
hydroxylated thiodiphenyl ether, alkylidene bisphenol, O-,
N-, and S-benzyl compounds, hydroxybenzylated malonate,
aromatic hydroxybenzyl compounds, triazine compounds,
benzyl phosphonate, acylamino phenol, mono- or poly-alco-
hols, an ester of mono- or poly-alcohols and (-(3,5-di-tert-
butyl-4-hydroxyphenyl)-propionic acid, an ester of mono- or
poly-alcohols and p-(5-tert-butyl-4-hydroxy-3-methylphe-
nyl)-propionic acid, an ester of mono- or poly-alcohols and
p-(3,5-dicyclohexyl-4-hydroxyphenyl)-propionic acid, an
ester of mono- or poly-alcohols and 3,5-di-tert-butyl-4-hy-
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droxyphenyl acetic acid, an amide of $-(3,5-di-tert-butyl-4-
hydroxyphenyl)-propionic acid, ascorbic acid, and an amine
antioxidant.
Examples of the first antioxidant will be explained in detail
hereinafter:

(1) alkylated monophenol, for example, 2,6-di-tert-butyl-
4-methylphenol, 2-tert-butyl-4,6-dimethylphenol, 2,6-di-
tert-butyl-4-ethylphenol, 2,6-di-tert-butyl-4-n-butylphenol,
2,6-di-tert-butyl-4-isobutylphenol, 2,6-di-cyclopentyl-4-me-
thylphenol,  2-(a-methylcyclohexyl)-4,6-dimethylphenol,
2,6-di-octadecyl-4-methylphenol, 2.4,6-tricyclohexylphe-
nol, 2,6-di-tert-butyl-4-methoxymethylphenol, a nonylphe-
nol having a nonyl group having a straight chain or a branched
side chain, such as 2,6-di-nonyl-4-methylphenol, 2,4-dim-
ethyl-6-(1'-methyl-undec-1'-yl)-phenol, 2.4-dimethyl-6-(1'-
methyl-heptadec-1'-yl)-phenol, 2,4-dimethyl-6-(1'-methyl-
tridec-1'-yl)-phenol, and combinations thereof;

(2) alkylthio methyl phenol, for example, 2,4-di-octylthi-
omethyl-6-tert-butylphenol, 2,4-di-octylthiomethyl-6-meth-
ylphenol, 2,4-dioctylthiomethyl-6-ethylphenol, 2,6-di-dode-
cylthiomethyl-4-nonylphenol, and combinations thereof;

(3) hydroquinone and alkylated hydroquinone, for
example, 2,6-di-tert-butyl-4-methoxyphenol, 2,5-di-tert-bu-
tyl-hydroquinone, 2,5-di-tert-amylhydroquinone, 2,6-diphe-
nyl-4-octadecyloxyphenol, 2,6-di-tert-butyl-hydroquinone,
2,5-di-tert-butyl-4-hydroxyanisole, 3,5-di-tert-butyl-4-hy-
droxyanisole, 3,5-di-tert-butyl-4-hydroxyphenyl stearate, bis
(3,5-di-tert-butyl-4-hydroxyphenyl)adipate, and combina-
tions thereof;,

(4) tocopherol, for example, a-tocopherol, f-tocopherol,
y-tocopherol, d-tocopherol and combinations thereof (vita-
min E);

(5) hydroxylated thiodiphenyl ether, for example, 2,2'-
thiobis(6-tert-butyl-4-methylphenol), 2,2'-thiobis(4-oc-
tylphenol), 4,4'-thiobis(6-tert-butyl-3-methylphenol), 4,4'-
thiobis(6-tert-butyl-2-methylphenol),  4,4'-thiobis(3,6-di-
sec-amylphenol), 4,4'-bis(2,6-dimethyl-4-hydroxyphenyl)
disulfide, and combinations thereof;

(6) alkylidenebisphenol, for example, 2,2'-methylenebis
(6-tert-butyl-4-methylphenol), 2,2'-methylenebis(6-tert-bu-
tyl-4-ethylphenol), 2,2'-methylenebis[4-methyl-6-(c.-meth-
ylcyclohexyl)-phenol], 2,2'-methylenebis(4-methyl-6-
cyclohexylphenol), 2,2'-methylenebis(6-nonyl-4-
methylphenol), 2,2'-methylenebis(4,6-di-tert-butylphenol),
2,2'-ethylidenebis(4,6-di-tert-butylphenol), 2,2'-eth-
ylidenebis(6-tert-butyl-4-isobutylphenol), 2,2'-methylenebis
[6-(a-methylbenzyl)-4-nonylphenol], 2,2'-methylenebis[6-
(a,a-dimethylbenzyl)-4-nonylphenol], 4,4'-methylencbis(2,
6-di-tert-butylphenol), 4.4'-methylenebis(6-tert-butyl-2-
methylphenol), 1,1-bis(5-tert-butyl-4-hydroxy-2-
methylphenyl)butane, 2,6-bis(3-tert-butyl-5-methyl-2-
hydroxybenzyl)-4-methylphenol,1,1,3-tris(5-tert-butyl-4-
hydroxy-2-methylphenyl)butane, 1,1-bis(5-tert-butyl-4-
hydroxy-2-methyl-phenyl)-3-n-dodecylmercaptobutane,
ethylene glycolbis[3,3-bis(3'-tert-butyl-4'-hydroxyphenyl)
butyrate], bis(3-tert-butyl-4-hydroxy-5-methyl-phenyl)dicy-
clopentadiene, bis|2-(3'-tert-butyl-2'-hydroxy-5'-methylben-
zyl)-6-tert-butyl-4-methylphenyl|terephthalate, 1,1-bis-(3,5-
dimethyl-2-hydroxyphenyl)butane, 2,2-bis(3,5-di-tert-butyl-
4-hydroxyphenyl)-propane, 2,2-bis(5-tert-butyl-4-hydroxy-
2-methylphenyl)-4-n-dodecylmercaptobutane, 1,1,5,5-tetra
(5-tert-butyl-4-hydroxy-2-methylphenyl)pentane, and
combinations thereof;

(7) O-, N- and S-benzyl compounds, for example, 3,53,
S'-tetra-tert-butyl-4,4'-dihydroxy-dibenzyl ether, octadecyl-
4-hydroxy-3,5-dimethylbenzylmercaptoacetate, tridecyl-4-
hydroxy-3,5-di-tert-butylbenzylmercaptoacetate, tris(3,5-di-
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6
tert-butyl-4-hydroxybenzyl)amine, bis(4-tert-butyl-3-
hydroxy-2,6-dimethylbenzyl)dithioterephthalate, bis(3,5-di-
tert-butyl-4-hydroxybenzyl)sulfide, isooctyl-3,5-di-tert-
butyl-4-hydroxybenzyl mercaptoacetate, and combinations
thereof;

(8) hydroxybenzylated malonate, for example, dioctade-
cyl-2,2-bis(3,5-di-tert-butyl-2-hydroxybenzyl)malonate,
di-octadecyl-2-(3-tert-butyl-4-hydroxy-5-methylbenzyl)-
malonate, di-dodecylmercaptoethyl-2,2-bis(3,5-di-tert-bu-
tyl-4-hydroxybenzyl)malonate, bis-[4-(1,1,3,3-tetramethyl-
butyl)phenyl]-2,2-bis(3,5-di-tert-butyl-4-hydroxybenzyl)
malonate, and combinations thereof;

(9) aromatic hydroxybenzyl compounds, for example, 1,3,
5-tris(3,5-di-tert-butyl-4-hydroxybenzyl)-2,4,6-trimethyl-
benzene, 1,4-bis(3,5-di-tert-butyl-4-hydroxybenzyl)-2,3,5,
6-tetramethylbenzene, 2,4,6-tris(3,5-di-tert-butyl-4-
hydroxybenzyl)phenol, and combinations thereof;

(10) triazine compounds, for example, 2,4-bis(octylmer-
capto)-6-(3,5-di-tert-butyl-4-hydroxyanilino)-1,3,5-triazine,
2-octylmercapto-4,6-bis(3,5-di-tert-butyl-4-hydroxya-
nilino)-1,3,5-triazine, 2-octylmercapto-4,6-bis(3,5-di-tert-
butyl-4-hydroxyphenoxy)-1,3,5-triazine,  2,4,6-tris(3,5-di-
tert-butyl-4-hydroxyphenoxy)-1,2,3-triazine, 1,3,5-tris(3,5-
di-tert-butyl-4-hydroxybenzyl)isocyanurate,  1,3,5-tris(4-
tert-butyl-3-hydroxy-2,6-dimethylbenzyl)isocyanurate, 2.4,
6-tris(3,5-di-tert-butyl-4-hydroxyphenylethyl)-1,3,5-
triazine, 1,3,5-tris(3,5-di-tert-butyl-4-
hydroxyphenylpropionyl )hexahydro-1,3,5-triazine,  1,3,5-
tris(3,5-dicyclohexyl-4-hydroxybenzyl)isocyanurate, —and
combinations thereof;

(11) benzyl phosphonate, for example, dimethyl-2,5-di-
tert-butyl-4-hydroxybenzyl phosphonate, diethyl-3,5-di-tert-
butyl-4-hydroxybenzyl phosphonate, dioctadecyl-3,5-di-
tert-butyl-4-hydroxybenzyl phosphonate, dioctadecyl-5-tert-
butyl-4-hydroxy-3-methylbenzyl phosphonate, a potassium
salt of monoethyl ester of 3,5-di-tert-butyl-4-hydroxybenzyl-
phosphonic acid, and combinations thereof;

(12) acylaminophenol, for example, 4-hydroxylauranilide,
4-hydroxystearanilide, octyl N-(3,5-di-tert-butyl-4-hydrox-
yphenyl)carbamate, and combinations thereof;

(13) ester of mono- or poly-alcohol and p-(3,5-di-tert-
butyl-4-hydroxyphenyl)-propionic acid; the mono- or poly-
alcohol includes, for example, methanol, ethanol, n-octanol,
i-octanol, octadecanol, 1,6-hexanediol, 1,9-nonanediol, eth-
ylene glycol, 1,2-propanediol, neopentyl glycol, thiodiethyl-
ene glycol, diethylene glycol, triethylene glycol, pentaetryth-

ritol, tris(thydroxyethyl)isocyanurate, N,N'-bis
(hydroxyethyl)oxamide, 3-thiaundecanol,
3-thiapentadecanol, trimethylhexanediol, trimethylolpro-

pane, 4-hydroxymethyl-1-phospha-2,6,7-trioxabicyclo
[2.2.2]octane, and combinations thereof;,

(14) ester of mono- or poly-alcohol and §-(5-tert-butyl-4-
hydroxy-3-methylphenyl)-propionic acid; the mono- or poly-
alcohol includes, for example, methanol, ethanol, n-octanol,
i-octanol, octadecanol, 1,6-hexanediol, 1,9-nonanediol, eth-
ylene glycol, 1,2-propanediol, neopentyl glycol, thiodiethyl-
ene glycol, diethylene glycol, triethylene glycol, pentaeryth-

ritol, tris(thydroxyethyl)isocyanurate, N,N'-bis
(hydroxyethyl)oxamide, 3-thiaundecanol,
3-thiapentadecanol, trimethylhexanediol, trimethylolpro-

pane, 4-hydroxymethyl-1-phospha-2,6,7-trioxabicyclo-
[2.2.2]octane, 3,9-bis[2-{3-(3-tert-butyl-4-hydroxy-5-meth-
ylphenyl)propionyloxy}-1,1-dimethylethyl]-2,4,8,10-
tetraoxaspiro[ 5.5]-undecane, and combinations thereof;

(15) ester of mono- or poly-alcohol and $-(3,5-dicyclo-
hexyl-4-hydroxyphenyl)-propionic acid; the mono- or poly-
alcohol includes, for example, methanol, ethanol, octanol,
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octadecanol, 1,6-hexanediol, 1,9-nonanediol, ethylene gly-
col, 1,2-propanediol, neopentyl glycol, thiodiethylene glycol,
diethylene glycol, triethylene glycol, pentaerythritol, tris(hy-
droxyethyl)isocyanurate, N,N'-bis(thydroxyethyl)oxamide,
3-thiaundecanol, 3-thiapentadecanol, trimethylhexanediol,
trimethylolpropane, 4-hydroxymethyl-1-phospha-2,6,7-tri-
oxabicyclo-[2.2.2]octane, and combinations thereof;

(16) ester of mono- or poly-alcohol and 3,5-di-tert-butyl-
4-hydroxyphenyl acetic acid; the mono- or poly-alcohol
includes, for example, methanol, ethanol, octanol, octade-
canol, 1,6-hexanediol, 1,9-nonanediol, ethylene glycol, 1,2-
propanediol, neopentyl glycol, thiodiethylene glycol, dieth-
ylene glycol, triethylene glycol, pentaerythritol, tris
(hydroxyethyl)isocyanurate, N, N'-bis(hydroxyethyl)
oxamide, 3-thiaundecanol, 3-thiapentadecanol,
trimethylhexanediol, trimethylolpropane, 4-hydroxymethyl-
1-phospha-2,6,7-trioxabicyclo-[2.2.2]octane, and combina-
tions thereof;,

(17) amide of p-(3,5-di-tert-butyl-4-hydroxyphenyl)propi-
onic acid, for example, N,N'-bis(3,5-di-tert-butyl-4-hydrox-
yphenylpropionic acid)hexamethylenediamide, N,N'-bis(3,
5-di-tert-butyl-4-hydroxyphenylpropionyl)
trimethylenediamide, N,N'-bis(3,5-di-tert-butyl-4-
hydroxyphenylpropionyl)hydrazide, N,N'-bis[2-3-[3,5-di-
tert-butyl-4-hydroxyphenyl|propionyloxy )ethylJoxamide
(Naugard®XIL -1, purchased from Uniroyal industries Ltd.),
and combinations thereof;

(18) ascorbic acid (vitamin C); and

(19) an amine antioxidant, for example, N,N'-di-isopropyl-
p-phenylenediamine, N,N'-di-sec-butyl-p-phenylenedi-
amine, N,N'-bis(1,4-dimethylpentyl)-p-phenylenediamine,
N,N'-bis(1-ethyl-3-methylpentyl)-p-phenylenediamine,
N,N'-bis(1-methylheptyl)-p-phenylenediamine, N,N'-dicy-
clohexyl-p-phenylenediamine, N,N'-diphenyl-p-phenylene-
diamine, N,N'-bis(2-naphtyl)-p-phenylenediamine, N-iso-
propyl-N'-phenyl-p-phenylenediamine, N-(1,3-
dimethylbutyl)-N'-phenyl-p-phenylenediamine, N-(1-
methylheptyl)-N'-phenyl-p-phenylenediamine,
N-cyclohexyl-N'-phenyl-p-phenylenediamine, 4-(p-toluene-
sulfamoyl)-diphenylamine, N,N'-dimethyl-N,N'-di-sec-bu-
tyl-p-phenylenediamine, diphenylamine, N-allyldipheny-
lamine,  4-isopropoxydi  phenylamine, = N-phenyl-1-
naphtylamine, N-(4-tert-octylphenyl)-1-naphtylamine,
N-phenyl-2-naphtylamine, octylated diphenylamine, for
example, p,p'-di-tert-octyldiphenylamine, 4-n-butylami-
nophenol, 4-butyrylaminophenol, 4-nonanoylaminophenol,
4-dodecanoylaminophenol, 4-octadecanoylaminophenol, bis
(4-methoxyphenyl)amine, 2,6-di-tert-butyl-4-dimethylami-
nomethylphenol, 2,4'-di-aminodiphenylmethane, 4,4'-diami-

nodiphenylmethane, N,N,N',N'-tetramethyl-4,4'-di-
aminodiphenylmethane,  1,2-bis[(2-methylphenyl)amino]
ethane, 1,2-bis(phenylamino)propane, (o-tolyl)biguanide,

bis[4-(1',3'-dimethylbutyl)phenyl]amine, tert-octylated
N-phenyl-1-naphtylamine, a mixture of mono- and dialky-
lated tert-butyl/tert-octyldiphenylamine, a mixture of mono-
and dialkylated nonyldiphenylamine, a mixture of mono- and
dialkylated nonyldiphenylamine, a mixture of mono- and
dialkylated dodecyldiphenylamine, a mixture of mono- and
dialkylated isopropyl/isohexyldiphenylamine, a mixture of
mono- and dialkylated tert-butyldiphenylamine, 2,3-di-hy-
dro-3,3-dimethyl-4H-1,4-benzothiazine, phenothiazine, a
mixture of mono- and dialkylated tert-butyl/tert-octylpheno-
tiazine, a mixture of mono- and dialkylated tert-octyl-phe-
nothiazine, N-allylphenothiazine, N,N,N',N'-tetraphenyl-1,
4-diaminobut-2-ene, N,N-bis(2,2,6,6-tetramethylpiperide-4-
yl-hexamethylenediamine, bis(2,2,6,6-tetramethylpiperide-
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4-yl)sebacate, 2,2,6,6-tetramethylpiperidine-4-on, 2,2,6,6-
tetramethylpiperidine-4-ol, and combinations thereof.

As the first antioxidant, commercialized materials may be
used. Examples of commercially available antioxidants may
include at least one of the following materials.

2,2'-Thiodiethylene bis[3-(3,5-di-t-butyl-4-hydroxyphe-
nyl)propionate] available as ANOX® 70 (CAS 41484-35-9),
1,3,5-trimethyl-2,4,6-tris(3,5-di-tert-4-hydroxybenzyl)ben-
zene available as ANOX® 330 (CAS 1709-70-2), a C13-C15
alkyl ester of 3,5-bis(1,1-dimethylethyl)-4-hydroxy-ben-
zenepropanoic acid available as ANOX® 1315 (CAS
171090-93-0), a C13-C15 alkyl ester of 3,5-bis(1,1-dimeth-
ylethyl)-4-hydroxy-benzenepropanoic acid available as
ANOX® PP18 (CAS 2082-79-3), 1,3,5-tris(4-tert.-butyl-3-
hydroxy-2,6-dimethylbenzyl)-1,3,5-triazine-2,4,6-(1H,3H,
SH)-trione available as LOWINOX® 1790 (CAS 40601-76-
1), 2,2'-methylenebis(6-t-butyl-4-methylphenol) available as
LOWINOX® 22M46 (CAS 119-47-1), 1,1-bis(2-methyl-4-
hydroxy-5-tert-butylphenyl)butane available as LOWI-
NOX® 44B25 (CAS 85-60-9), 1,1,3-tris(2'-methyl-4'-hy-
droxy-5'-t-butylphenyl)butane available as LOWINOX®
CA22 (CAS 1843-03-4), a butylated reaction product of
p-cresol and dicyclopentadiene available as LOWINOX®
CPL (CAS 68610-51-5), triethyleneglycol-bis[3-(3-t-butyl-
4-hydroxy-5-methyphenyl)propionate]  available  from
LOWINOX® GP45 (CAS 36443-68-2), N,N'-hexamethyl-
ene  bis[3-(3,5-di-t-butyl-4-hydroxyphenyl)propionamide
available as LOWINOX® HD98 (CAS 23128-74-7), 2,2'-
thiobis(6-t-butyl-4-methylphenol) available as LOWINOX®
TBP6 (CAS 90-66-4), F2,2' methylenebis[4-methyl-6-(1-
methyl-cyclohexyl)phenol] available as LOWINOX® WSP
(CAS 77-62-3), or 2,2'-methylenebis (6-nonyl-p-cresol)
available as NAUGARD® 536 (CAS 7786-17-6).

The interlayer 1L may be formed as an organic layer or an
inorganic layer. The interlayer Il may passivate the phase
delay layer PR, and may have a pencil hardness of at least
about 2H. The interlayer I may be omitted when another
layer is added (for example, when the second alignment layer
ALN2 is added) onto the phase delay layer PR. The interlayer
IL may include polysiloxane, silicon nitride, an inorganic
oxide such as silicon oxide and silicon oxynitride, and the
like. The interlayer II. may absorb light having a specific
wavelength, such as ultraviolet light.

The second alignment layer ALN2 is provided on the inter-
layer IL. (on the phase delay layer PR in case that the inter-
layer IL is not provided). The second alignment layer ALN2
aligns liquid crystal molecules in a polarizing layer PL that
will be explained hereinafter. The second alignment layer
ALN2 may be formed by using the same material as, or a
different material from, the first alignment layer ALN1. The
second alignment layer ALN2 may be formed by using a
polymer such as polyimide, polyamic acid, polyamide,
polyamic imide, polyester, polyethylene, polyurethane, poly-
styrene and polysiloxane, or combinations thereof. The sec-
ond alignment layer ALN2 may be initially aligned by using
an optical alignment method, and a rubbing process may be
additionally conducted.

According to the alignment direction of the second align-
ment layer, the alignment direction (pretilt direction) of the
liquid crystals of the polarizing layer PL. may be determined.

The polarizing layer PL. polarizes light passing there-
through in a specific direction. The optical axis of the polar-
izing layer PL and the optical axis of the phase delay layer PR
may form an angle of about 45 degrees. The polarizing layer
PL may have a refractive anisotropy of about 0.08-0.25.
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The polarizing layer PL includes a second liquid crystal
composition including second liquid crystals, a second anti-
oxidant, and a derivative of the second antioxidant.

The polarizing layer PL. may be an O-type polarizing layer
or an E-type polarizing layer.

The O-type polarizing layer includes a dichroic dye as a
guest and the second liquid crystals as a host. The second
liquid crystals may be nematic liquid crystals. The second
liquid crystals may be smectic A-type liquid crystals or smec-
tic B-type liquid crystals. The dichroic dye may be a perylene-
based dye. Through the alignment of the dichroic dye and the
nematic liquid crystal molecules in a certain direction, the
O-type polarizing layer may have an optical axis.

The E-type polarizing layer includes lyotropic liquid crys-
tals. The lyotropic liquid crystal molecules may be discotic
liquid crystals. Through the alignment of the discotic liquid
crystals in a certain direction, the E-type polarizing layer may
have an optical axis.

The second antioxidant prevents the oxidation of the sec-
ond liquid crystals which may be generated during or after the
manufacturing process of the polarizing layer PL.

The second antioxidant prevents the oxidation of the sec-
ond liquid crystals, without inhibiting the optical properties
of the polarizing layer PL. That is, the antioxidant prevents
the oxidation of the second liquid crystals due to light, heat,
and an initiator. Particularly, the transformation of the second
liquid crystals, due to radicals and/or ions generated from the
second alignment layer ALN2 and diffused to the polarizing
layer PL, may be prevented.

The second antioxidant may be included in the second
liquid crystal composition by the concentration of about 0
ppm to about 150 ppm, with respect to the total second liquid
crystal composition. The total concentration of the antioxi-
dant and the derivative thereof in the second liquid crystal
composition is about 10 ppm to about 10,000 ppm.

The second antioxidant is substantially the same as the first
antioxidant, and repeated explanation will be omitted.

The passivation layer PRT passivates the polarizing layer
PL. The passivation layer PRT may be formed as an organic
layer or an inorganic layer. The interlayer II. may include
polysiloxane, silicon nitride, an inorganic oxide such as sili-
con oxide, silicon oxynitride, and the like. The interlayer IL.
may absorb light having a specific wavelength, such as ultra-
violet light.

The polarizer POL having the above-described structure
may have flexibility and may delay the phase of the light
passing therethrough, and may be applied in a display device
by an attaching method to a display panel DP. Hereinafter, a
display device according to an exemplary embodiment of the
present invention.

The display device includes pixels aligned in a matrix. In
FIGS. 4 to 7, a pixel PX(i, j) disposed in an i-th column and a
j-th row is illustrated as an example.

Referring to FIGS. 4 to 7, the pixel PX(i, j) receives a gate
signal from an i-th gate line GLi, and receives a data signal
from a j-th data line DIj. The pixel PX(j, j) receives a first
electric source voltage ELVDD from a power source line KL.

The pixel PX(i, j) includes an organic light-emitting diode
OLED as a display device. The pixel PX(i, j) includes a first
thin film transistor TFT1, a second thin film transistor TFT2,
and a capacitor Cap as circuit parts for driving the organic
light-emitting diode OLED.

The first thin film transistor TFT1 outputs a data signal
applied to the j-th data line DLj in response to a gate signal
applied to the i-th gate line GLi. The capacitor Cap charges a
charge amount corresponding to the difference between a
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voltage corresponding to the data signal received from the
first thin film transistor TFT1 and the first electric source
voltage ELVDD.

The second thin film transistor TFT2 is connected to the
organic light-emitting diode OLED. The second thin film
transistor TFT2 controls a driving current flowing through the
organic light-emitting diode OLED according to a stored
charge amount in the capacitor Cap.

The organic light-emitting diode OLED includes a first
electrode (not shown) connected to the second thin film tran-
sistor TFT2 and a second electrode (not shown) receiving a
second electric source voltage ELVSS. The second electric
source voltage ELVSS has a lower level than the first electric
source voltage ELVDD. In addition, the organic light-emit-
ting diode OLED includes at least an organic light-emitting
layer disposed between the first electrode and the second
electrode. The organic light-emitting diode OLED emits light
during the turned-on section of the second thin film transistor
TFT2.

According to the kind of the display panel DP, the pixel
PX(i, j) may be included in other display devices. For
example, an electrophoretic display panel may include two
electrodes and electrophoretic particles as a display device.
An electrowetting display panel may include two electrodes
and electronic inks. In addition, circuits for driving the dis-
play device may be changed according to the kind of the
display device.

In an exemplary embodiment, the display panel DP is
explained as an organic light-emitting display panel includ-
ing an organic light-emitting diode. In more detail with ref-
erence to the attached drawings, the display panel DP
includes a base substrate SUB, signal wirings GLiand DL, a
pixel PX(1, j), and an encapsulating layer ECL. The polarizer
POL is combined with the encapsulating layer ECL.

The base substrate SUB includes a flexible plastic sub-
strate. On the base substrate SUB, the gate line GLi, the data
line DLj, a power source line KL, and the pixel PX(j, j) are
disposed.

On the base substrate SUB, a semiconductor pattern of the
first thin film transistor TFT1 (hereinafter, will be referred to
as a first semiconductor pattern AL1) and a semiconductor
pattern of the second thin film transistor TFT2 (hereinafter,
will be referred to as a second semiconductor pattern AL.2).
On the base substrate SUB, a first insulating layer INS1
covering the first semiconductor pattern ALL1 and the second
semiconductor pattern AL2, is disposed. The first insulating
layer INS1 includes an organic layer and/or an inorganic
layer. The first insulating layer INS1 may include a plurality
of thin films.

On the first insulating layer INS1, a control electrode of the
first thin film transistor TFT1 (hereinafter, referred to as a
“first control electrode GE1”) and a control electrode of the
second thin film transistor TFT2 (hereinafter, referred to as a
“second control electrode GE2”) are disposed. On the first
insulating layer INS1, a first electrode CE1 of the capacitor
Cap is disposed.

On the first insulating layer INS1, a second insulating layer
INS2 covering the first control electrode GE1, the second
control electrode GE2, and the first electrode CE1, is dis-
posed. The second insulating layer INS2 includes an organic
layer and/or an inorganic layer. The insulating layer INS2
may include a plurality of thin films.

On the second insulating layer INS2, an input electrode of
the first thin film transistor TFT1 (hereinafter, referred to as a
“first input electrode SE1”’) and an output electrode of the first
thin film transistor TFT1 (hereinafter, referred to as a “first
output electrode DE1”) are disposed. On the second insulat-
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ing layer INS2, an input electrode of the second thin film
transistor TFT2 (hereinafter, referred to as a “second input
electrode SE2”) and an output electrode of the second thin
film transistor TFT2 (hereinafter, referred to as a “second
output electrode DE2”) are disposed. On the second insulat-
ing layer INK, a second electrode CE2 of the capacitor Cap is
disposed.

The first input electrode SE1 and the first output electrode
DE1 are respectively connected to the first semiconductor
pattern AL1 through a first through hole CH1 penetrating the
first insulating layer INS1 and the second insulating layer
INS2, and a second through hole CH2 penetrating the first
insulating layer INS1 and the second insulating layer INS2, as
shown in FIG. 6. The first output electrode DE1 is connected
to the first electrode CE1 through a third through hole CH3
penetrating the second insulating layer INS2. The second
input electrode SE2 and the second output electrode DE2 are
respectively connected to the second semiconductor pattern
AL2 through a fourth through hole CH4 penetrating the first
insulating layer INS1 and the second insulating layer INS2,
and a fifth through hole CHS penetrating the first insulating
layer INS1 and the second insulating layer INS2. The first thin
film transistor TFT1 and the second thin film transistor TFT2
may alternatively have a bottom gate structure.

On the second insulating layer INS2, a third insulating
layer INS3 covering the first input electrode SE1, the first
output electrode DE1, the second input electrode SE2, and the
second output electrode DE2, is disposed. The third insulat-
ing layer INS3 includes an organic layer and/or an inorganic
layer. The third insulating layer INS3 may include a plurality
of thin films.

On the third insulating layer INS3, a pixel defining layer
PXL. and an organic light-emitting diode OLED are disposed.
The organic light-emitting diode OLED includes an anode
AE, a first common layer CL1, an organic light-emitting layer
EML, a second common layer C1.2, and a cathode CE stacked
one-by-one. The anode AE is connected to the second output
electrode DE2 through a sixth through hole CH6 penetrating
the third insulating layer INS3. The positions of the anode AE
and the cathode CE may be switched based on the light-
emitting direction of the organic light-emitting diode OLED.

The anode AE is disposed on the third insulating layer
INS3. An opening portion OP of the pixel defining layer PXL
exposes the anode AE. The first common layer CL1 is dis-
posed on the anode AE. The first common layer CL1 is
disposed on the base substrate SUB overall. The first common
layer CL1 includes a hole injection layer. The first common
layer CL1 may further include a hole transport layer.

The organic light-emitting layer EML is disposed on the
first common layer CL1. The organic light-emitting layer
EML. is disposed only in an area corresponding to the opening
portion OP. A second common layer CL.2 is disposed on the
organic light-emitting layer EML. The second common layer
CL2 is disposed on the base substrate SUB overall, similar to
the first common layer CL1. The second common layer C1.2
includes an electron injection layer. The second common
layer CL.2 may further include an electron transport layer. On
the second common layer CL.2, the cathode CE is disposed.
The cathode CE is disposed on the base substrate SUB over-
all.

On the cathode CE, an encapsulating layer ECL is dis-
posed. The encapsulating layer ECL includes an organic layer
and/or an inorganic layer. In another exemplary embodiment,
a fourth insulating layer for planarization may be further
disposed between the cathode CE and the encapsulating layer
ECL. In addition, the encapsulating layer ECL, may be
replaced with an encapsulating substrate.

On the encapsulating layer ECL, the polarizer POL is
disposed.
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In a display device having the above-described structure,
incident light from the outside is incident through the polar-
izer POL on the display panel DP. The incident light is lin-
early polarized while passing through the polarizing layer PL.
of the polarizer POL. After passing through the phase delay
layer PR, the linearly polarized incident light is reflected on
the display panel DP. The light reflected on the display panel
DP passes the phase delay layer PR again and is incident on
the polarizing layer PL. The phase of the linearly polarized
incident light is changed according to the passage thereof.
Most of the phase changed light would not pass the polarizing
layer PL. and would be extinguished.

On the contrary, the light EL generated at the organic
light-emitting diode OLED passes through the phase delay
layer PR and the polarizing layer PL, and is provided to the
outside. As a result, the polarizing layer PL. and the phase
delay layer PR provide the light generated at the organic
light-emitting diode OLED to the outside, and prevent the
reflection of the incident light. Thus, the visibility of the
display device is improved.

FIG. 8 is a perspective view of a display device according
to another exemplary embodiment. For convenience of expla-
nation, only the differences between this exemplary embodi-
ment and the above-described exemplary embodiment will be
described in detail. Referring to FIG. 8, a display device
includes a display panel DP, a polarizer POL provided on one
side of the display panel DP, and a touch sensor TSP.

The touch sensor TSP senses the touch event of a user. The
touch sensor TSP may be formed to have substantially the
same area and the same shape as the display panel DP in a
planar view. For example, the touch sensor TS may cover a
corresponding display area of the display device.

The kind or the shape of the touch sensor TSP is not
particularly limited in the exemplary embodiments. For
example, the touch sensor TSP may be a capacitive touch
sensor, a resistive touch sensor, a sonic touch sensor, a light
sensor, a piezoelectric sensor, and the like. In addition,
although the touch sensor TSP is provided on the display
panel DP as a separate layer in FIG. 8, it is not limited thereto.
For example, the touch sensor TSP may be provided as a
plurality of layers, or may be provided on a portion of the
display panel DP. Although not illustrated, a sticking agent or
an adhesive may be provided between the touch sensor and
the polarizer POL. The sticking agent may be an ultraviolet
curable sticking agent.

In an exemplary embodiment, the polarizer POL may func-
tion as a polarizer POL and may play the role of passivating
the touch sensor TSP at the same time.

FIG. 91s a flowchart illustrating a method of manufacturing
a polarizer according to an exemplary embodiment of the
present invention.

The polarizer may be manufactured by forming a first
alignment material on a base film (Step S10), forming a first
alignment layer by optically aligning the first alignment
material (Step S20), forming a phase delay layer on the first
alignment layer (Step S30), forming a second alignment
material on the phase delay layer (Step S40), forming a sec-
ond alignment layer by optically aligning the second align-
ment material (Step S50), forming a polarizing layer on the
second alignment layer (Step S60), and forming a passivation
layer (Step S70).

Referring to FIG. 9, the first alignment material is formed
on the base film (Step S10). The first alignment material
includes a monomer, a dimer, or a precursor of a polymer such
as polyimide, polyamide, and polysiloxane.

Light is applied to the first alignment material, and the first
alignment material is polymerized by the light to form the first
alignment layer (Step S20). The light may be ultraviolet light
or an ion beam. The first alignment layer may have a direc-
tional nature based on the applied direction of the light.
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On the first alignment layer, the phase delay layer is formed
(Step S30). The phase delay layer may be formed by coating
aliquid crystal composition including first liquid crystals and
a first antioxidant. The first antioxidant may be included in the
liquid crystal composition in a concentration of about 10 ppm
to about 10,000 ppm, based on the total liquid crystal com-
position. The liquid crystal composition may further include
a polymer precursor including a monomer or a dimer of a
polymer forming a network between the liquid crystals, and a
solvent other than the first liquid crystals. The phase delay
layer may be formed by polymerizing the polymer precursor
and/or conducting a curing step of removing the solvent. The
curing step may be conducted by applying light or heat to the
liquid crystal composition.

On the phase delay layer, an interlayer may be formed, or
the interlayer may be omitted. The interlayer is formed to
cover the phase delay layer and may be formed by a coating
method. After coating, the interlayer may be cured using heat
or light.

The second alignment layer is then formed on the inter-
layer (on the phase delay layer when the interlayer is omitted)
(Step S40). The second alignment material includes a mono-
mer, a dimer or a precursor of a polymer such as polyimide,
polyamide, and polysiloxane.

The second alignment material is provided with light and is
polymerized by the light to form the second alignment layer
(Step S50). The light may be ultraviolet light. The second
alignment layer has a directional nature based on the applying
direction of the light.

On the second alignment layer, a polarizing layer is formed
(Step S60). The polarizing layer may be formed by coating a
liquid crystal composition including second liquid crystals
and a second antioxidant. The polarizing layer may be formed
according to the type thereof, for example, an O-type polar-
izing layer or an E-type polarizing layer. When the polarizing
layer is the O-type polarizing layer, the polarizing layer may
be formed by coating a liquid crystal composition including
the second liquid crystals, a dichroic dye, and the second
antioxidant.

The second antioxidant may be included in the liquid crys-
tal composition in a concentration of about 10 ppm to about
10,000 ppm, with respect to the total liquid crystal composi-
tion. The second antioxidant may be substantially the same
as, or different from, the first antioxidant.

The liquid crystal composition may further include a poly-
mer precursor including a monomer or a dimer of a polymer
forming a network between the liquid crystals, and a solvent
other than the second liquid crystals. The polarizing layer
may be formed by polymerizing the polymer precursor and
conducting a curing step of removing the solvent.
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On the polarizing layer, a passivation layer may be formed
(Step S70). The passivation layer may be formed to cover the
polarizing layer and may be formed by a coating method.
After coating, the passivation layer may be cured using heat
or light.

As described above, the curing step may be conducted by
applying light or heat to the liquid crystal composition. In an
exemplary embodiment of the present invention, since the
light or the heat is applied in the curing step, radicals and/or
ions oxidized by the light or the heat may be formed from the
first and second alignment layers. The radicals and/or the ions
may move to the phase delay layer and the polarizing layer,
and may react with the first liquid crystals in the phase delay
layer and the second liquid crystals in the polarizing layer. In
this case, the phase delay layer and the polarizing layer may
be transformed.

In the process of providing the light to the second align-
ment material, the process of curing the phase delay layer, the
process of curing the polarizing layer, etc., radicals and/or
ions may be formed from the first alignment layer and the
second alignment layer through oxidation by the light. The
radicals and/or the ions may move to the phase delay layer and
the polarizing layer and may react with the first liquid crystals
of'the phase delay layer and the second liquid crystals of the
polarizing layer. Thus, the phase delay layer and the polariz-
ing layer may be transformed.

However, in an exemplary embodiment, the radicals and/or
the ions from the first alignment layer and the second align-
ment layer may react with the antioxidant, and the transfor-
mation of the phase delay layer and the polarizing layer may
be prevented. In particular, when optical alignment is con-
ducted for forming the second alignment layer, the phase
delay layer may be exposed to ultraviolet light having high
energy. Accordingly, the generation of the radicals and/or the
ions from the first alignment layer increases, and the trans-
formation of the phase delay layer may occur frequently.

The reaction of the first antioxidant in the phase delay layer
prevents the transformation of the first liquid crystals through
the reaction with the ions or the radicals prior to the reaction
with the first liquid crystals. The antioxidant plays the role of
an H donor or aradical scavenger, and prevents the reaction of
the first liquid crystals with the radicals or the ions. For
example, when unstable free radicals, such as peroxide radi-
cals, are generated, the antioxidant reacts with the peroxide
radicals so as to prevent an additional radical chain reaction
with the first liquid crystals.

The following Formula 1 illustrates a process of forming
radicals through the oxidation of organic materials and a
reaction between the peroxide radicals thus generated and a

phenol-based antioxidant.
[Formula 1]
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-continued

R, R R,

—

ROO-

R; OOR 8

In Formula 1, R is established to simply show the genera-
tion of the peroxide, may be any functional groups connected
to the peroxide generated in the first alignment layer (for
example, an alkyl group having 1 to 12 carbon atoms), but is
not specifically limited. In addition, R1 to R3 represent any
substituents connected to a phenol group (for example, an
alkyl group having 1 to 12 carbon atoms), but are not specifi-
cally limited. For example, each of R1 and R2 may be a
tert-butyl group, and R3 may be a methyl group.

In this case, the antioxidant is transformed into the deriva-
tive of the above-described antioxidant, through the reaction
illustrated in Formula 1. According to an exemplary embodi-
ment, most of the antioxidant included in the first alignment
material may be consumed during the curing process of the
second alignment layer. In this case, the antioxidant may not
be included in the final product, or a trace amount of the
antioxidant may remain (for example, about 150 ppm or less).
Most of the remainder is present as the derivative of the
antioxidant.

As described above, in the polarizer according to an exem-
plary embodiment of the present invention, the undesirable
transformation of the phase delay layer and/or the polarizing
layer, which may be generated during the manufacturing
process thereof, may be prevented. In addition, since the
transformation of the phase delay layer and/or the polarizing
layer is prevented, a gloss of the phase delay layer and/or the
polarizing layer may be prevented. Further, additional phe-
nomena shown by the transformation due to light or heat, for
example, the physical transformation of the phase delay layer
and/or the polarizing layer, may be prevented. Thus, accord-
ing to an exemplary embodiment, a polarizer having high
reliability with respect to light or heat may be provided. In
addition, a display device having high quality may be pro-
vided by employing the polarizer of the exemplary embodi-
ments.

It will be apparent to those skilled in the art that various
modifications and variations can be made in the present
invention without departing from the spirit and scope of the
invention. Thus, it is intended that the present invention cover
the modifications and variations of this invention provided
they come within the scope of the appended claims and their
equivalents.

What is claimed is:
1. A polarizer comprising:
a base film;
a first alignment layer disposed on the base film;
a phase delay layer disposed on the first alignment layer;
a second alignment layer disposed on the phase delay
layer; and
a polarizing layer disposed on the second alignment layer,
wherein the phase delay layer comprises a first liquid crys-
tal composition comprising first liquid crystals, a first
antioxidant, and a derivative of the first antioxidant.
2. The polarizer of claim 1, wherein the first antioxidant is
included at about 50 ppm or less, based on a total amount of
the first liquid crystal composition.
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3. The polarizer of claim 2, wherein the first antioxidant is
at least one selected from the group consisting of alkylated
monophenol, alkylthio methyl phenol, hydroquinone, alky-
lated hydroquinone, tocopherol, hydroxylated thiodiphenyl
ether, alkylidene bisphenol, O-, N-, and S-benzyl com-
pounds, hydroxybenzylated malonate, an aromatic hydroxy-
benzyl compound, a triazine compound, benzyl phosphonate,
an acylamino phenol, mono- or poly-alcohol, an ester of a
mono- or poly-alcohol and p-(3,5-di-tert-butyl-4-hydrox-
yphenyl)-propionic acid, an ester of a mono- or poly-alcohol
and  p-(5-tert-butyl-4-hydroxy-3-methylphenyl)-propionic
acid, an ester of a mono- or poly-alcohol and $-(3,5-dicyclo-
hexyl-4-hydroxyphenyl)-propionic acid, an ester of a mono-
orpoly-alcohol and 3,5-di-tert-butyl-4-hydroxyphenyl acetic
acid, an amide of p-(3,5-di-tert-butyl-4-hydroxyphenyl)-pro-
pionic acid, ascorbic acid, and an amine antioxidant.

4. The polarizer of claim 2, wherein the first antioxidant is
at least one selected from the group consisting of ANOX® 70
(CAS 41484-35-9), ANOX® 330 (CAS 1709-70-2),
ANOX® 1315 (CAS 171090-93-0), ANOX® PP18 (CAS
2082-79-3), LOWINOX® 1790 (CAS 40601-76-1), LOWI-
NOX® 22M46 (CAS 119-47-1), LOWINOX® 44B25 (CAS
85-60-9), LOWINOX® CA22 (CAS 1843-03-4), LOWI-
NOX® CPL (CAS 68610-51-5), LOWINOX® GP45 (CAS
36443-68-2), LOWINOX® HD98 (CAS 23128-74-7),
LOWINOX® TBP6 (CAS 90-66-4), LOWINOX® WSP
(CAS 77-62-3), and NAUGARD® 536 (CAS 7786-17-6).

5. The polarizer of claim 1, wherein the polarizing layer is
a guest-host type polarizer comprising a dichroic dye as a
guest and second liquid crystals as a host.

6. The polarizer of claim 5, wherein the dichroic dye is a
perylene-based dye, and the second liquid crystals are smec-
tic A-type or smectic B-type liquid crystals.

7. The polarizer of claim 5, wherein the polarizing layer
further comprises a second antioxidant and a derivative
thereof.

8. The polarizer of claim 7, wherein the second antioxidant
is at least one selected from the group consisting of alkylated
monophenol, alkylthio methyl phenol, hydroquinone, alky-
lated hydroquinone, tocopherol, hydroxylated thiodiphenyl
ether, alkylidene bisphenol, O-, N-, and S-benzyl com-
pounds, hydroxybenzylated malonate, an aromatic hydroxy-
benzyl compound, a triazine compound, benzyl phosphonate,
an acylamino phenol, mono- or poly-alcohol, an ester of
mono- or poly-alcohols and (-(3,5-di-tert-butyl-4-hydrox-
yphenyl)-propionic acid, an ester of mono- or poly-alcohols
and  p-(5-tert-butyl-4-hydroxy-3-methylphenyl)-propionic
acid, an ester of mono- or poly-alcohols and $-(3,5-dicyclo-
hexyl-4-hydroxyphenyl)-propionic acid, an ester of mono- or
poly-alcohols and 3,5-di-tert-butyl-4-hydroxyphenyl acetic
acid, an amide of p-(3,5-di-tert-butyl-4-hydroxyphenyl)-pro-
pionic acid, ascorbic acid, and an amine antioxidant.

9. The polarizer of claim 7, wherein the second antioxidant
is at least one selected from the group consisting of ANOX®
70 (CAS 41484-35-9), ANOX® 330 (CAS 1709-70-2),
ANOX® 1315 (CAS 171090-93-0), ANOX® PP18 (CAS



US 9,310,544 B2

17

2082-79-3), LOWINOX® 1790 (CAS 40601-76-1), LOWI-
NOX® 22M46 (CAS 119-47-1), LOWINOX® 44B25 (CAS
85-60-9), LOWINOX® CA22 (CAS 1843-03-4), LOWI-
NOX® CPL (CAS 68610-51-5), LOWINOX® GP45 (CAS
36443-68-2), LOWINOX® HD98 (CAS 23128-74-7),
LOWINOX® TBP6 (CAS 90-66-4), and LOWINOX® WSP
(CAS 77-62-3), NAUGARD® 536 (CAS 7786-17-6).

10. The polarizer of claim 5, wherein refractive index of the
first liquid crystals is smaller than refractive index of the
second liquid crystals.

11. The polarizer of claim 1, wherein the polarizing layer is
a lyotropic-type comprising discotic liquid crystals.

12. The polarizer of claim 1, further comprising an inter-
layer disposed between the phase delay layer and the second
alignment layer.

13. A display device comprising:

a display panel; and

a polarizer disposed on the display panel,

wherein the polarizer comprises:

a base film;

a first alignment layer disposed on the base film;

aphase delay layer disposed on the first alignment layer;

a second alignment layer disposed on the phase delay
layer; and

a polarizing layer disposed on the second alignment
layer, and

wherein the phase delay layer comprises liquid crystals, an

antioxidant, and a derivative of the antioxidant.

14. The display device of claim 13, further comprising a
touch sensing layer disposed between the display panel and
the polarizer and configured to sense a touch event of a user.
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